FAF. TOTAL |SHEET
SECTION counTy | JOTAL SHEE

BITUMINOUS SHOULDER PAVEMENT PATCHING FOR T e | | %

STA, TO STA.

BITUMINOUS SURFACED PAVEMENT 00 5, [ucbs] . i o

CONTRACT NO. 64656
EXISTING SAW CUT/SCORING EXIST. ,
EXISTING LIFT PLACEMENT:
SURFACE 150 MIN ¥CLASS € OR D OF ot o et G t < 4" MAY BE PLACED
L BITUMINOUS SHOULDER GENERAL _NOTES (6) -t THICKNESS SPECIFIED / (\/TEHRITSICJ/SLI),\‘T MosT B IN ONE LIFT
PAY WIDTH '

THE BITUMINOUS SHOULDER SHALL BE CONSTRUCTED IN ACCORDANCE = t > 47 70 BE PLACED

WITH SECTION 482 EXCEPT THE TOP LIFT SHALL BE BITUMINOUS Rl e N e NR iy IN TWO LIFTS WITH
t CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE C, N50. THE N S EEANANS AN N PRI TS AU A 2" MIN, COMPACTED
\ WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER TON FOR TOP LIFT.
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE C, N50, SAW CUT/SCORING
AND SQUARE YARD FOR BITUMINOUS SHOULDERS SUPERPAVE OF THE
BITUMINOUS REPLACEMENT OVER PATCHES
w THICKNESS  SPECIFIED. EXISTING PAVEMENT — PROPOSED UNSUITABLE SUBGRADE

REMOVAL AND REPLACEMENT
——BITUMINOUS REMOVAL OVER PATCHES FOR DEPTH SPECIFIED

USE BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE,
8” TOTAL SHOULDER THICKNESS MIXTURE C, N50, WHEN RESURFACING EXISTING BITUMINOUS

SHOULDERS. THE THICKNESS IS SHOWN ON THE TYPICAL SECTIONS. PATCHING AS DIRECTED BY THE ENGINEER
BITUMINOUS CONCRETE SURFACE COURSE, THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER
SUPERPAVE, MIXTURE C, N50 TON FOR BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, SEQUENCE OF CONSTRUCTION:
MIXTURE C, N50.
1. REMOVE THE EXISTING BITUMINOUS SURFACE. GENERAL NOTES:
t = SEE TYPICAL SECTIONS REMOVAL OF MATERIAL FOR PLACEMENT OF THE BITUMINOUS
FOR THICKNESS SHOULDER TO BE PAID FOR IN UNITS FOR EXCAVATING AND 2. RESIDENT ENGINEER WILL DETERMINE IF LOCATION 1. THE WIDTH OF THE FULL DEPTH PATCH OVER
GRADING EXISTING SHOULDERS OR IN CUBIC YARDS FOR IS TO BE PATCHED OR TO ONLY REPLACE A TRENCH SHALL BE 300 (12)WIDER ON
EARTH EXCAVATION OR EARTH EXCAVATION WIDENING. BITUMINOUS SURFACE. EACH SIDE OF THE TRENCH.
ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) 3. REMOVE AND REPLACE FULL DEPTH PATCHES 2. FOR BASIS OF PAYMENT: SEE SPECIAL
UNLESS OTHERWISE NOTED. * 4% WHEN MAINLINE IS ON TANGENT.FOR CROSS SLOPE ON AT LOCATIONS DIRECTED BY THE ENGINEER PROVISION “PATCHING. WITH BITUMINOUS
SUPERELEVATION SECTION, SEE HIGHWAY STANDARD . "
482001 OR 482006. 4. REPLACE BITUMINOUS SURFACE OVER FULL OVERLAY REMOVAL”.
DEPTH PATCHES AND AT LOCATIONS OF
BITUMINOUS SURFACE REMOVAL.
ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS OTHERWISE NOTED
23.4a 32.4

TYPICAL HYDRANT INSTALLATION

WITNESS MARKER FOR PERMANENT SURVEY MARKERS TYPE Il

WITRESS POST U%
___ o e ¢ ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)
ST . . UNLESS OTHERWISE NOTED.
SM OWNER’S STANDARD OR EQUAL ;[
UlA CONFORMING TO AW.W.A. -
RIR SPECIFICATIONS gs |
o | E— _150 (6) OR CONFORM TO
VIK = 1 U] MANUF ACTURER'S
3.5-4.0" EIE §§ ] Ll SPECIFICATIONS
t 1} —reo or orance YIR I\H Ui NN BN
. FIBERGLASS POST s 1>
N § 2 =
PERMANENT SURVEY @ | N 3 I
MARKER, TYPE II ~ ! ~ <
AT | AN 1S
CORTACT 2 \\ {@
AN Z\Z CANA o o Nk‘/
b g SO
grrs Al N MANHOLES; TYPE A, 5' DIAMETER,
g L5-2.0" e N i TYPE 1 FRAME, CLOSED LID
P SECTION AA CENERAL NOTES : | N (SEE HIGHWAY STANDARD 1527 USE
I % GENERAL NOTES | i Il ECCENTRIC ELEVATION)
| e A WITNESS MARKER SHALL BE INSTALLED S : ' N
§ 3= WITHIN 1' OF ALL PERMANENT SURVEY ! I
£ g8 MARKERS TYPE II EXCEPT IN AREAS WHERE e e e S LTSI
8 ”mé THE MARKER IS IN THE SIDEWALK. TWIS Ly - T
2 ;é WORK WILL BE INCLUDED TO THE CONTRACT T N
g 2% UNIT PRICE PER EACH FOR PERMANENT | PR A b PROVIDE CONCRETE THRUST
fEa SURVEY MARKERS, TYPE 11, | . . N o | BLOCKING AGAINST MANHOLE.
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